


 Polycom Polycom Polycom
Product Name PVX V500 VSX 3000
Asymmetric call support yes n/a n/a

Auto NAT yes yes yes

Network Support
VPN yes n/a n/a

Telephony features Transfer, Forward n/a n/a

QoS IP Precendence, DiffServ IP Precendence, DiffServ IP Precendence, DiffServ

IP Bandwidth 56 Kbps - 2 Mbps 56 Kbps - 768 Kbps 56 Kbps - 2Mbps       

ISDN Options n/a Single BRI QBRI

ISDN Bandwidth n/a 128 Kbps (separate model) 512 Kbps (separate model)

Voice-Add Features
ISDN Voice-Add* n/a n/a yes

VoIP* yes n/a yes 

Camera 
Resolution dependent on camera 1/5" CCD 1/5" CCD

PTZ dependent on camera manual only manual only

Field of View dependent on camera 60 degrees 60 degrees

Collaboration
People+Content yes via People+Content IP via People+Content IP
H.239 yes yes yes
Content resolution XGA 4CIF 4CIF

XGA Laptop in n/a n/a For use as PC Display
Serial Port/Telnet API n/a n/a yes**
Web Streaming n/a n/a yes
Remote web viewing yes yes yes

T.120 yes n/a n/a

Multipoint 
Availability n/a n/a Option

3-way line rate (max) n/a n/a 512 Kbps

4-way line rate (max) n/a n/a 384 Kbps

© 2005, Polycom, Inc.  All rights reserved.  Polycom and the Polycom logo design are registered trademarks.  VSX, People+Content, Siren, StereoSurround, SoundStation and VTX 1000 are all trademarks of Polycom, Inc. in various countries.   A
other trademarks and registered trademarks are the property of their respective owners.  Products, part numbers and descriptions subject to change without notice.

* Requires MPPlus  Key
** Telnet API Only
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Classification Entry  Mainstream Performance
 Polycom Polycom Polycom Polycom
Product Name VSX 5000 VSX 7000s VSX 7000e VSX 8000
 

Positioning
Positioning Entry level video conferencing for small 

rooms. Optimal size is 3-5 people
Mainstream video conferencing for medium 
to large rooms. all-in-one form factor. 
Optimal size is up to 20 people.

Mainstream video conferencing for medium 
to large rooms. Split form factor for added 
configuration flexibility. Optimal size is up to 
20 people.

Specially designed with integrators in mind.  
Ideal for custom integrated environments 
with Vortex products. 

General 
Product Description Codec w/ integrated electronic PTZ camera, 

remote control, 1 microphone array
Codec w/ integrated PTZ camera, remote 
control, 1 microphone array, Subwoofer

Codec w/ PowerCam camera, remote 
control, 1 microphone array

1U rack-mount codec, remote control

Audio
Audio protocols G.711, G.722, G.722.1,G.728,G.729,  

Siren14, Polycom StereoSurround
G.711, G.722, G.722.1,G.728,G.729,  

Siren14, Polycom StereoSurround
G.711, G.722, G.722.1,G.728,G.729,  

Siren14, Polycom StereoSurround
G.711, G.722, G.722.1,G.728,G.729,  

Siren14, Polycom StereoSurround

Microphone Support single microphone array or integrated 
SoundStation VTX 1000

up to 3 microphone arrays or integrated 
SoundStation VTX 1000

up to 3 microphone arraysor integrated 
SoundStation VTX 1000

up to 3 microphone arrays, 2 third party 
microphones, or integrated SoundStation 

VTX 1000

Audio Inputs 1 x ConferenceLink, 2 x RCA 1 x ConferenceLink, 2 x RCA, 
2 x RCA (VCR/DVD)

1 x ConferenceLink, 2 x RCA, 
2 x RCA (VCR/DVD)

1 x ConferenceLink, 2 x RCA, 2 x Phoenix 
balanced line-level or mic level, 1 x RJ-11

Audio Outputs 2 x RCA, integrated speaker 2 x RCA, 2 x RCA (VCR/DVD), integrated 
stereo speaker plus subwoofer

2 x RCA, 2 x RCA (VCR/DVD) 4 x RCA/Phono, line-level; 2 x Phoenix 
balanced line-level

Video 
Video protocols H.261,H.263+, H.263++, H.264 H.261,H.263+, H.263++, H.264 H.261,H.263+, H.263++, H.264 H.261,H.263+, H.263++, H.264

Video Inputs Integrated main camera, 
1 x S-Video

Integrated main camera, 1 x S-Video,  1 x S-
Video (VCR/DVD)

2 x S-Video, 1 x S-Video (VCR/DVD), 1 x 
VGA

1 x BNC S-Video, 2 x  Mini-DIN S-Video, 1 x 
VGA 

Video Outputs 2 x S-video, 1 x XGA 2 x S-video, 1 x XGA 2 x S-video, 1 x XGA 1 x BNC S-Video, 2 x  Mini-DIN S-Video, 1 x 
VGA 

Video Camera integrated electronic PTZ integrated mechanical PTZ PowerCam, PowerCam Plus PowerCam, PowerCam Plus
60 fields/sec Pro-Motion H.263 @ above 512 Pro-Motion H.263 @ above 512 Pro-Motion H.263 @ above 512 Pro-Motion H.264 @ above 384
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 Polycom Polycom Polycom Polycom
Product Name VSX 5000 VSX 7000s VSX 7000e VSX 8000
Network Support
SIP Support yes yes yes yes 
Cisco ECS Support yes yes yes yes 
Embedded AES yes yes yes yes
IP Bandwidth 56 Kbps - 768 Kbps 56 Kbps - 2 Mbs 56 Kbps - 2 Mbs 56 Kbps - 2 Mbs
ISDN Options 1BRI/QBRI QBRI/PRI QBRI/PRI QBRI/PRI
ISDN Bandwidth 56 Kbps - 512 Kbps 56 Kbps - 2 Mbs 56 Kbps - 2 Mbs 56 Kbps - 2 Mbs
Baseline mode setting yes yes yes yes
Other Interfaces n/a Serial (V.35/RS449/RS530 with RS336 

dialing) 
Serial (V.35/RS449/RS530 with RS336 

dialing) 
Serial (V.35/RS449/RS530 with RS336 

dialing) 

Voice-Add Features
POTS Port* n/a n/a yes yes
ISDN Voice-Add* yes yes yes yes
VoIP* yes yes yes yes 
SoundStation VTX 1000 
Integration

yes yes yes yes

Vortex Integration n/a yes yes yes
Camera 
Resolution 1/4" CCD 1/4" CCD 1/4" CCD
PTZ electronic PT,2 x zoom mech PT,12x zoom mech PT,12x zoom mech PT,12x zoom
Field of View Total field of view: 85 degrees 65 degrees 65 degrees 65 degrees
Camera presets 99 local/far 99 local/far 99 local/far 99 local/far
Camera Tracking to 
presets

n/a n/a n/a yes

Voice tracking n/a n/a n/a yes
FECC H.320/H.281 yes yes yes yes
FECC H.323 Proprietary/AnnexQ Proprietary/AnnexQ Proprietary/AnnexQ Proprietary/AnnexQ
Collaboration
Multimedia Sharing 
Solution

Visual Concert VSX and People+Content IP 
(option)

Visual Concert VSX and People+Content IP 
(option)

ImageShare II/Direct VGA 
(option)

ImageShare II/Direct VGA (included)

People+Content IP option option option included
Content resolution XGA XGA XGA XGA
Adjustable bandwidth for 
Content

yes yes yes yes

Content statistics n/a n/a yes yes
Single Monitor XGA yes yes yes yes
Serial Port/Telnet API yes yes yes (2) yes (2)
Web Streaming yes yes yes yes
Remote web viewing yes yes yes yes
Multipoint 
Availability n/a Option Option Option
H.264 support n/a n/a n/a yes
3-way line rate (max) n/a 512 Kbps 512 Kbps 512 Kbps
4-way line rate (max) n/a 384 Kbps 384 Kbps 384 Kbps
6-way line rate (max) n/a n/a n/a 384 Kbps

* Requires installation of MPPlus  Software License 
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